BRAWOe Magnavity TiCo

Standardised leak test of the rehabilitated
waste water pipe — now very easy!

J Leak test possible directly after curing with
existing equipment

9 Automatic test method selection of the leak test
based on the rehabilitated liner

9 Semi-automated leak test procedure step-by-step

9 Overall protocol of the rehabilitation measure
incl. leak test

» Unique seamless coating

: « Almost crease-free rehabilitation
s A & perfect fit

9 Camlock 6" universal connection — Camlock
adapter 6" for drum, inversion pipe or airlock

J High-resolution pressure recording technology

J Protection against overpressure through
safety valve

J Visual pressure control via manometer

J Extension of the BRAWO» Magnavity sx
light-curing system

J Leak test according to the ,air* method according to
DIN EN 1610

9 Measurement data acquisition, logging and
evaluation with BRAWOe Magnavity sx

The liner for multiple dimensional changes, our
BRAWOLINERe 3D, and the standard liner for sewer
rehabilitation, our BRAWOLINERe are now also
available pre-impregnated with the light-curing resin
BRAWOs LR:

BRAWOLINER: 3D LR
from DN 70 to 100

from DN 100 to 150

from DN 150 to 225

from DN 200 to 300
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Advantages
BRAWOLINERs LR d The only seamless pre-impregnated liner for
DN 100 | DN 125 | DN 150 | DN 200 multiple dimensional changes in the market BRAWO SYSTEMS
9 Reduced working time on the construction site and e
d Eachin 50 m and 100 m fast reactivation of the renovation section
d Individual special Iength d No storage, transport, or hand]ing of resin BRAWO SYSTEMS GmbH
9 Impregnated at the factory in Kaiserslautern and containers necessary Blechhammerweg 13 - 17 Tel.: +49 631 20561-100
ready-to-use on the construction site 3 Reduction of contact points with the hazardous D-67659 Kaiserslautern E-Mail: info@brawosystems.com
9 Supplied on a pallet, packed in a special carton to substance and thus an increase in work safety on
protect it from light the construction site

LIGHTCURING

Solutions for every construction site

BRAWO. SYSTEMS

LEADER OF LINING SOLUTIONS

Light-curing resins

The BRAWO» 2K epoxy resins can be cured at ambient temperature. The curing time can be considerably
shortened by applying heat. The BRAWOe- 1K resins are made to cure using light. The curing times achieved in
this way offer an economic benefit during installation while at the same time ensuring a high level of installation

safety. All resins have outstanding material properties:

J High abrasion resistance
J Solvent-free

J Excellent structural values
9 Shelf life over 50 years

BRAWOe. LR is a special vinyl ester resin for curing
with UV and LED light and has been optimised for use
with the BRAWOLINERG.

J Styrene-free

9 Low odour during installation

9 High abrasion resistance

9 Curing with light curing units (UV and LED light)

BRAWO» UVPox51 is the first pigmented light-curing
epoxy resin optimised for use with the BRAWOLINERe.

J Positive fit in the old pipe without penetration of
water behind

J High installation reliability due to extremely long
processing time

J Optical check using coloured resin

J Targeted, fast curing

d Styrene-free and low-odour

9 Curing with light curing units (UV and LED light)

9 High chemical resistance

9 Harmless to the hygiene of groundwater
(tested by the Institute for Environmental Hygiene and Environmental
Medicine, Gelsenkirchen)

9 SVHC free - free from substances of very high concern
(according to REACH regulation)

BRAWOs LR

d For the rehabilitation of sewers in the area of
domestic sewage and curing with light

BRAWO» UVPox51

9 For more efficient light curing in buildings and on
properties




SAVE TIME AND EFFORT

The innovative and unique LED heads enable
simultaneous retraction with inversion of the liner.
Curing is thus carried out immediately after
installation of the liner — without the need for
additional insertion of the eel.

BRAWOs Magnavity sx stands for maximum
flexibility and is perfectly matched to the installation
of the BRAWOLINERs product line.

q Smart LED heads with

integrated magnetic coupling

Retraction unit

Control box

LIGHT CURING THE SMART WAY
Experience fast, reliable and, above all, smart light
curing with BRAWOe Magnavity sx. Guaranteed with
the usual installation safety and high quality from
BRAWO . Tech.

Technical data for BRAWO. Magnavity sx

Field of application: Possible from DN 70 to DN 300
Range: 60 m (hose length)

Retraction speed: from 0.1 to 2.0 m/min

Nano head diameter: 45 mm

Mega head diameter: 80 mm

Weight: 70 kg

Dimensions (L x Wx Hmm): 735 x 490 x 975

smart

Intelligent LED heads with integrated
magnetic coupling for electromagnetic
remote unlocking

Installation log and interface to mobile
terminal device (USB, W-LAN)

Reversible dual camera system
Exchangeable LED heads with integrated
operating hours monitoring

Plug & Play: automatic detection of the
inserted LED head

efficient

Low power consumption with high light

output

96 / 192 high-power UV LEDs with
extremely high efficiency

Saves a complete operation

Jurtle” function for safe curing in the
inlet area

powerful

Very fast curing

Very good bend flexibility,

87° possible from DN 100 upwards
Easy transport thanks to modular,
lightweight construction

BRAWOe Magnavity sx

smart - efficient « strong

BRAWOe Pico sx

smart - efficient small

SAVE TIME AND EFFORT BRAWOs PICO SX — SMALL BUT MIGHTY
The innovative and unique LED head allows BRAWOs Pico sx is the first system specifically
simultaneous retraction and inversion of the liner by designed for use in very small waste water pipes.
means of unlocking. Curing is thus carried out These are usually found inside buildings (in-house).
immediately after installation of the liner — without The innovative light curing for small nominal

the need for additional insertion of the eel. diameters is unique. The high installation safety and
the usual high quality of BRAWOe Tech, the brand for

BRAWOs Pico sx stands for maximum flexibility and is ) ) T ) ]
high-quality rehabilitation equipment, is guaranteed.

perfectly matched to the installation of the

BRAWOLINERs product line.
Technical data for BRAWOs Pico sx

Field of application: possible from DN 50 to DN 100
Range: 25 m (hose length)

Retraction speed: from 0.1 to 2.0 m/min

Head diameter: 24 mm

Weight: approx. 25 kg

Dimensions (L x W x Hmm): 440 x 425 x 595

smart

LED head Intelligent LED head

Installation log and interface to mobile
terminal device (USB, W-LAN)
Changeable hose package with

LED head

Integrated operating hours control and
temperature monitoring

efficient

Low power consumption
with high light output
20 high-power UV LEDs with extremely

high efficiency
Saves a complete operation, only one
access point necessary

Accessories

small

Very fast curing

Very good bend flexibility, 87° possible
from DN 50 upwards

Easy transport thanks to compact,
lightweight modular design

Extremely small construction,
particularly suitable for in-house
rehabilitation

Control box




